
INVITATION TO BID 
 

STATE OF ALABAMA 

COUNTY OF BALDWIN 

 

 NOTICE IS HEREBY GIVEN that the County Commission of Baldwin County, 
Alabama, will receive bids in the Purchasing Office on March 3, 2016, at 1:00 P.M., for the 
Purchase of One (1) 80 kW Generator and One (1) 400 AMP Automatic Transfer Switch 
for the Baldwin County Law Enforcement Support Services Building.  Bids will be opened 
on March 3, 2016, at 1:30 P.M., in the Purchasing Conference Room located at 257 Hand 
Ave., Bay Minette, Alabama.  Bids received after March 3, 2016, at the 1:00 P.M., deadline 
will not be considered.  All times to be determined solely by the clock on the wall of the 
Purchasing Conference Room.  For all purposes and uses herein, a bid and all required 
paperwork is “received” at the time and date indicated on the Purchasing Office file stamp which 
shall be impressed on the face of all such documents when and as presented at the Purchasing 
Office. 

SEE ATTACHED SPECIFICATIONS 
 This invitation package consists of FOURTEEN (14) pages.  Bidders shall verify that 
they have received all pages as indicated.  If all pages have not been received, then it is the 
responsibility of the bidder to contact the Purchasing Manager, Wanda Gautney at (251) 580-
2520 phone, (251) 580-2536 fax. 
 

GENERAL BID INFORMATION 
 Bidders shall carefully read all parts of the invitation package with its 
accompanying schedules and attachments, if any.  Bidders shall direct all requests for 
explanation or additional information concerning the meaning or interpretation of the 
conditions or attached specifications of this invitation shall be referred to Wanda Gautney 
in writing or e-mail (wgautney@baldwincountyal.gov) in sufficient time for reply before 
submission date of bids.  The Commission cannot, and does not guarantee that inquiries 
sent by mail or e-mail will be received on or before the submission date and time as 
indicated.  It is the responsibility of the bidder to contact the Purchasing Manager, Wanda 
Gautney at (251) 580-2520 if a reply is not received.    
 
 The use of specific names and numbers in the attached specifications is not intended to 
restrict the bidder or any seller or manufacturer, but is solely for the purpose of indicating the 
type, size and quality of materials, product services, or equipment considered best suited for 
Baldwin County. 

 Contact initiated by a potential bidder with Baldwin County Commissioners will be only 
as specifically set out in this invitation.  Any other contact with a county official initiated by a 
potential bidder or bidder regarding this bid, between the date of this invitation to the date of 
bid award, shall be deemed and treated as an attempt to improperly influence the bid award, and 



may be sufficient grounds for rejection of the bid submitted by the bidder initiating such other 
contact, at the discretion of the Baldwin County Commission. 

BIDDER QUALIFICATIONS 
All bidders, to the best of their knowledge and belief, must be in, and remain in compliance with 
all applicable Federal, Alabama State, County and municipal laws, regulations, resolutions and 
ordinances.  In particular, and without limitation, all bidders must be licensed and permitted in 
accordance with The Code of Alabama Title 10, concerning corporations doing business within 
Alabama, Title 34, dealing with licensing for businesses, Title 40, concerning licenses and 
taxation, unless otherwise exempt.  All bidders should be prepared to timely submit to the 
County non confidential evidence or documentation demonstrating that the fact they are 
presently licensed and permitted under Alabama law.  Such non confidential evidence or 
documentation is encouraged to be submitted with the Bid Package 

 The bidder expressly acknowledges, to and for the benefit of the Baldwin County 
Commission, that this Agreement may be funded with federal grant monies and, therefore, 
bidder expressly warrants and agrees that it shall at all times comply with all applicable federal, 
state, local and municipal laws and regulations.  For more information about the Federal 
regulations visit the website http://www.gpoaccess.gov/index.html  Code of Federal 
Regulations. 

 All bidders must provide proof of proper certification of authority, and any 
required registration, to transact business in this State, in order to perform work for the 
Baldwin County Commission.  Bidder’s Registration Number shall be provided on the Bid 
Response Form.  The phone number for the Alabama Secretary of State is (334) 242-5324, 
Corporate Division. 

All vendors, contractors and grantee are required to comply with the Alabama 
Immigration Law under Sections 31-13-9 (a) and (b) of the Code of Alabama.  Forms and 
documents will be included with award documents.  Information and forms can be found 
on the Baldwin County Commission’s Purchasing website under E-Verify at 
www.baldwincountyal.gov 

All bidders that qualify as a Disadvantaged Business Enterprise (DBE) must provide 
supporting documentation in their bid response along with the completed DBE 
Registration form that may be downloaded from the County website 
www.baldwincountyal.gov  A Disadvantaged Business Enterprise or DBE means a for-profit 
small business that (1) is at least 51% owned by one or more individuals who are both socially 
and economically disadvantaged or, in the case of a corporation, in which 51% of the stock is 
owned by one or more such individuals; and (2) whose management and daily business 
operations are controlled by one or more of the socially and economically disadvantaged 
individuals who own it. 

 
PREPARING THE BID 

 Bids must be typed or handwritten in ink.  A bid submitted in pencil shall not be 
accepted.  The Bid Guarantee and Bid Response Form must be an original; copies shall not be 
accepted.  All required paperwork must be received in the sealed Bid Package.  



  The attached specifications are intended and provided solely as a general and non-
exhaustive expression of the intent and purpose of Baldwin County regarding this bid; said 
specifications shall be so considered by the bidders.  Accordingly, the bidder admits and agrees 
that said specifications are not complete in every detail and that the work and materials not 
indicated or expressly mentioned in said specifications, but which are reasonably necessary for 
the full and faithful performance of the item(s) bid in accordance with the full and faithful intent, 
will be included in the bid and incorporated in the work by the bidder and at the bidder’s sole 
expense, the same as if indicated and specified. 

 The Bidders shall list on a separate sheet of paper any variations from, or exceptions to, 
the conditions and specifications of this bid.  The exceptions shall be labeled “EXCEPTION(S) 
TO BID CONDITIONS AND SPECIFICATIONS,” and shall be attached to the front of the 
bid inside the Bid Package. Additional features and/or capabilities not included in the 
specifications may be included in the bid. 

 To facilitate bid evaluation and tabulation, it is suggested that bids be submitted with 
specifications identified in the order in which they appear in this document. If applicable, the 
bidder will provide cost in two (2) categories: 

(1) Cost using material as specified. 

(2) Cost using material as specified of at least 25% recycled material, if available. 

It is the intent of the Commission to award bids which include recycled material when not 
prohibitive in cost and when in compliance with all other terms and conditions of the Alabama 
Competitive Bid Law. 

 IF THE TOTAL PROPOSED BID AMOUNT EXCEEDS $10,000.00, A BID GUARANTEE OF AT 

LEAST 5% OF THE PROPOSED BID AMOUNT, NOT TO EXCEED $10,000.00, WILL BE INCLUDED 

WITH THE BID.  Such bid guarantee shall be a bid bond (individual or annual, provided, that 
bonding is available for such services, equipment or materials), postal money order, certified 
check, cashier’s check, Letter of Credit, or certain bonds or note of the United States.  This is 
required by the Alabama Competitive Bid Law, Title 41, Chapter 16, Code of Alabama 1975, as 
amended; no exceptions will be allowed. 
 

SUBMITTING THE BID  
 In the event that a bidder is financing the product(s) through another agency other than 
itself, the financing agency must sign the Bid Response Form along with the bidder.  A copy of 
the financing agreement and all conditions must be included with the Bid Response Form.  The 
bidder and the Financing Agency will be held to the requirements stated in the Invitation to Bid.  
Any assignment of the financing agreement must be approved by the financing agency and the 
County Commission.   Failure to disclose the financing information and all conditions will 
disqualify the bidder at the County’s discretion. 
 
 Bidders which return a NO BID statement shall write on the outside of the envelope, the 
Bid Number (WG16-21) with “NO BID” written underneath.  The envelope will not be opened 
in public, but it will be noted that the bidder did respond. 



 Bids may be hand delivered at any time prior to the bid opening date and time to the 
Baldwin County Purchasing Office, Annex III Building, 257 Hand Avenue, ATTN.: Wanda 
Gautney, (mailing address) 312 Courthouse Square-Suite 15, Bay Minette, Alabama, 36507.  
The Commission cannot guarantee that bids sent by mail or courier will be received on or before 
the bid opening day and time as required.  Bids received after the deadline shall not be accepted 
and shall be returned. 

 All bids received must be in a sealed envelope plainly marked, “WG16-21”  “Purchase 
of One (1) 80 kW Generator & One (1) 400 AMP Automatic Transfer Switch”.   Bids 
submitted by “Express/Overnight” services must be in a separate inner envelope/package sealed 
and identified as stated in the previous sentence.  Bidders and any other interested individuals are 
invited to attend the bid opening.   

BID AWARD 

All factors stated in this invitation package will be evaluated in determining the 
successful bidder and any omission(s) of the stated requirements may be cause for rejection of 
the bid(s), all as determined solely by the Baldwin County Commission. 

 The County Commission reserves the right to study bids as to their correctness and may 
award the bid within a thirty (30) day period but the County Commission reserves the right to 
extend the bid award for an additional thirty (30) days until an award decision can be made.   

 The Baldwin County Commission reserves the right to reject any and all bids, to waive 
any formality in bids, and to accept in whole or in part, such bid or bids, solely at its discretion. 

   TITLE 39/CODE OF AL COMPLIANCE 

 As a condition of any Bid Award and the respective contract(s) pursuant thereto, the 
County places full reliance upon the fact that it is the sole responsibility of any contractor, person 
or entity entering into such a contract with Baldwin County for the prosecution of any public 
works, to ensure that they and/or any of their respective agents comply with all applicable 
provisions of Title 39-1-1 et seq. Code of AL 1975. 

 More specifically, any contractor, person or entity entering into such a contract with 
Baldwin County for the prosecution of any public works shall be in compliance with, and have 
full knowledge of, the following provisions of Title 39: 

“(f) The Contractor shall, immediately after the completion of the contract give 
notice of the completion by an advertisement in a newspaper of general circulation 
published within the city or county in which the work has been done, for a period of four 
successive weeks.  A final settlement shall not be made upon the contract until the 
expiration of 30 days after the completion of the notice.  Proof of publication of the 
notice shall be made by the contractor to the authority by whom the contract was made by 
affidavit of the publisher and a printed copy of the notice published . . .” §39-1-1(f) Code 
of AL 1975. 

“(g) Subsection (f) shall not apply to contractors performing contracts of less than 
fifty thousand ($50,000) in amount.  In such cases, the governing body of the contracting 



agency, to expedite final payment, shall cause notice of final completion of the contract 
to be published one time in a newspaper of general circulation, published in the county of 
the contracting agency and shall post notice of final completion on the agency’s bulletin 
board for one week, and shall require the contractor to certify under oath that all bills 
have been paid in full.  Final settlement with the contractor may be made at any time after 
the notice has been posted for one entire week.”  §39-1-1 (g) Code of AL 1975. 

 

NOTE:  Any failure to fully comply with this section or any applicable laws of the State of 
Alabama shall be deemed a material breach of the terms of both the Bid Award and the 
Respective contracts resulting there from.  Furthermore, Baldwin County takes no 
responsibility for resulting delayed payments, penalties, or damages as a result of any 
failure to strictly comply with Alabama Law. 

 

Done this 16th day of February, 2016. 

 

Tucker Dorsey                           s/s 
TUCKER DORSEY, Chairman 
Baldwin County Commission 
 

 

 

 

 

 

 

 

 

 

 

 

 

 



BID #WG16-21 SPECIFICATIONS 
These specifications shall be construed as minimum.  All integral parts not specifically 
mentioned in the scope of these specifications that are necessary to provide a complete working 
unit shall be furnished. 
 
The use of specific names and numbers in the specifications is not intended to restrict the bidder 
or any seller or manufacturer’s, but is solely for the purpose of indicating the type, size and 
quality of equipment considered best adapted to Baldwin County. 
 
Award will be to the lowest responsible bidder meeting specifications.  It is not the policy of the 
Baldwin County Commission to purchase on the basis of low bid only.  Quality, conformity with 
specifications, purchase for which required, terms of delivery, finance package, resale value of 
equipment, and fast service and experience are among the factors that will be considered in 
determining the responsive bidder. 
 
BID PRICE 
Bidder shall give a Lump Sum price as indicated on the Bid Response Form.  The price shall 
include all applicable charges, to include but not limited to on-site delivery, freight, equipment, 
materials, etc. 
 
WARRANTY 
A copy of the standard manufacture warranty shall be attached to the Bid Response Form.   
 
DELIVERY 
Delivery time shall be stated on the bid Response Form.  On-site delivery shall be to the Baldwin 
County Law Enforcement Support Services Building located at 18185 Raymond Fell Drive, 
Robertsdale, Alabama, 36567.  Delivery date and time shall be setup with Steve Stewart at (251) 
331-7127 phone.  Equipment shall be delivered and placed on property. 
 
 

 SPECIFICATIONS FOR A GENERAC POWER SYSTEM   
     Model QT (Aluminum – Bisque) 80 kW 60 Hz or equal 

PART 1 GENERAL 

1.1.    DESCRIPTION OF SYSTEM 

A.  Provide a standby power system to supply electrical power in event of failure of normal 
supply, consisting of a liquid cooled engine, an AC alternator and system controls with 
all necessary accessories for a complete operating system, including but not limited to 
the items as specified hereinafter. 

B.  Provide (an) automatic transfer switch(es) that will initiate a signal on primary power 
failure and automatically detect a secondary power source, transferring the load to this 
secondary source.  On restoration of primary power, the switch must automatically re‐
transfer the load back to primary power and signal the secondary source to shut down.  
The switch must be a self contained device with all features described herein. 

1.2  REQUIREMENTS OF REGULATORY AGENCIES 



A.  An electric generating system, consisting of a prime mover, generator, governor, 
coupling and all controls, must have been tested, as a complete unit, on a 
representative engineering prototype model of the equipment to be sold. 

 

B.  The generator set must conform to applicable NFPA standards. 

C.  The generator set must be available with the Underwriters Laboratories listing (UL2200) 
for a stationary engine generator assembly. 

D.  The transfer switch must be UL listed for use in emergency systems. 

E.  The generator set must meet EPA federal emission guidelines for stationary standby 
power generation. 

1.3  MANUFACTURER QUALIFICATIONS 

A.  This system shall be supplied by Generac Power Systems® or an approved equal who has 
been regularly engaged in the production of engine‐alternator sets, automatic transfer 
switches, and associated controls for a minimum of twenty years, thereby identifying 
one source of supply and responsibility. 

B.  To be classified as a manufacturer, the builder of the generator set must manufacture, 
at minimum, engines or alternators. 

C.  The manufacturer shall have printed literature and brochures describing the standard 
series specified, not a one of a kind fabrication. 

D.  This system shall be supplied by Generac Power Systems® or an approved equal who has 
been regularly engaged in the production of automatic transfer switches, and associated 
controls for a minimum of twenty years, thereby identifying one source of supply and 
responsibility. 

E.  To be classified as a manufacturer, the builder of the transfer switch must manufacture 
the entire switch assembly. 

F.  The manufacturer shall have printed literature and brochures describing the standard 
series specified, not a one of a kind fabrication. 

PART 2  ENGINE ‐ GENERATOR SET 

2.1  ENGINE 

A.  Model – V Type  

B.   Cylinders – 8 

C.   Displacement (Liters) – 5.4 

D.   Bore (in/mm) – 3.55/90.2 

E.   Stroke – 4.17/105.9 



F.  Compression Ratio – 9:1 

G.  Intake Air Systems – Naturally Aspirated 

H.  Liter Type ‐ Hydraulic 

2.2  ENGINE COOLING SYSTEM 

  A.   Type – Closed 

  B.  Water Pump – Belt Driven 

  C.  Fan Speed (rpm) – 2174 – 80kw 

  D.  Fan Diameter (in/mm) – 26/660.4 

  F.   Fan Mode – Puller 

  G.  Air Flow (inlet air including alternator and combustion air in ft³/min – 5300/150.1 

  H.  System coolant capacity (gal/liters) – 4/15.1 

 

2.3  COMBUTSTION REQUIREMENTS 

  A.  Flow at rated power (cfm/cmm) – 143/4 

2.4  SOUND EMISSIONS 

  A.  Sound output in dB(A) at 23ft (7 m) with generator exercise mode*  ‐  64 

  B.  Sound output in dB(A) at 23 ft (7m) with generator operating at normal load* ‐ 74 

*Sound levels are taken from the front of the generator. Sound levels taken from other sides to 
the generator may be higher depending on installation parameters. 

2.5  EXHAUST 

  A.    Exhaust flow at rated output (cfm/cmm) – 720/20.4 

  B.  Exhaust temperature at muffler outlet (°C/F) – 796/1465 

2.6   ENGINE PARAMETERS 

  A.  Rated Synchronous rpm – 3600 

2.7  POWER ADJUSTMENT FOR AMBIENT CONDITIONS 

A.  Temperature Deration – 3% of every 10°C above 25°C or 1.65% for every 10°F above 
77°F 

B.  Altitude Deration (80KW) – 1% for every 100m above 915m or 3% for every 1000 ft. 
above 3000 ft. 



2.8  CONTROLLER FEATURES 

  A.  2‐Line Plain Text LCD Display – Simple user interface for ease of operation 

  B.  Mode Switch –  Auto – Automatic Start on Utility failure. 7 day exerciser                                                            
        Off – Stops unit. Power is removed. Control and charger still operate 

Manual – Start with starter control, unit stays on. If utility fails, transfer                         
to load take place. 

  C.  Programmable start delay between 10‐30 seconds – Standard 
  D.  Engine Start Sequence – Cyclic cranking: 16 sec on, 7 rest (90 sec maximum duration) 
  E.  Engine Warm‐up – 5 sec 
  F.  Engine Cool‐Down – 1 min 
  G.  Starter Lock‐out – Starter cannot re‐engage until 5 sec after engine has stopped. 

H.  Smart Battery Charger – Standard                        
I.  Automatic Voltage Regulation with Over and Under Voltage Protection – Standard 
J.  Automatic Low Oil Pressure Shutdown – Standard 
K.  Overspeed Shutdown – Standard, 72Hz 
L.  High Temperature Shutdown – Standard 
M.  Overcrank Protection – Standard 
N.  Safety Fused ‐   Standard 
O.  Failure to Transfer Protection – Standard 
P.  Low Battery Protection – Standard 
Q.  50 Event Run Log – Standard 
R.  Future Set Capable Exerciser – Standard 
S.  Incorrect Wiring Protection – Standard 
T.  Internal Fault Protection – Standard 
U.  Common External Fault Capability – Standard 

  X.  Governor Failure Protection – Standard 
Y.  The following equipment is to be provided by the engine‐generator set manufacturer 

and shipped loose with the unit: 
1.  The manufacturer will supply its recommended flexible fuel line to connect the 
engine to the external natural gas fuel supply line.  On stationary applications the fuel 
line shall match the fuel fitting on the unit and have braided stainless steel covering with 
brass fittings. 

Z.  1.  Provide an alarm annunciator panel for remote surface mounting with the following 
status signals.  Eight internal programmable relays must change state with the 
appropriate signal.  The annunciator must have the capability of programming the 
audible alarms as follows:  

      LAMP  LEGEND          LIGHT    AUDIBLE 

Pre‐Alarm High Water Temperature    Yellow    Selectable 

Pre‐alarm Low Oil Pressure      Yellow    Selectable 

High Coolant Temp/Low Coolant Level    Red    Yes 

Low Oil Pressure        Red    Yes 

Low Coolant  Temperature      Yellow    Selectable 



Low Fuel          Yellow    Selectable 

High Battery Voltage        Yellow    No 

Not In Auto           Red    Yes 

RPM Sensor Loss        Red    Yes 

Over speed           Red    Yes 

Low Battery Voltage        Yellow     Yes 

Overcrank          Red    Yes 

Generator Power        Yellow    No 

Normal Utility Power        Green    No 

System Ready          Green    No 

Alarm Switch Off        Red    No 

Generator Running        Yellow    No 

Battery Charger Failure        Yellow    Selectable 

Emergency Stop        Red    Yes 

Communications OK        Green    Yes 

The panel shall have an ALARM switch that when moved to the OFF position 
silences the audible alarm.  A TEST/RESET switch must be included to verify the 
lights are functional and reset any condition after if has cleared.  The remote 
annunciator shall have provision for installing a switch with the capability of 
starting, and stopping the standby generator set from the annunciator panel. 

   

2.9  GENERATOR OUTPUT VOLTAGE/Kw – 60 Hz 

  A.  QT080 – 120/240 V, 30, 0.8 pt – 80 kW Nat Gas 

B.  SURGE CAPACITY IN AMPS ‐ QT080 – 120/240 v, 30 – 161 at 15%; 404 at 30% ‐ Voltage 
Dip @<.4pf 

C.  ENGINE FUEL CONSUMPTION ‐ QT080 – 25% of rated load 549.5 (ft³/hr); 15.6 (m³/hr) 

 

PART 3  AUTOMATIC TRANSFER SWITCH – RTSW400A3 – 400 AMP or equal 

3.1  GENERAL 



A.  The automatic transfer switch shall be furnished by the manufacturer of the engine‐
generator set so as to maintain system compatibility and local service responsibility for 
the complete emergency power system.  It shall be listed by Underwriter's Laboratory, 
Standard 1008 with fuse or circuit breaker protection.  Representative production 
samples of the transfer switch supplied shall have demonstrated through tests the 
ability to withstand at least 10,000 mechanical operation cycles.  One operation cycle is 
the electrically operated transfer from normal to emergency and back to normal.  
Wiring must comply with NEC table 312.6.  The manufacturer shall furnish schematic 
and wiring diagrams for the particular automatic transfer switch and a typical wiring 
diagram for the entire system.  Refer to drawings for quantity of transfer switches 
needed for this project.  Generac Automatic Transfer Switches are designed for use with 
single phase generators that utilize an Evolution™ or Nexus™ Controller. The 400 amp 
open transition switch should be available in single phase in both service equipment 
rated and non‐service equipment rated configurations. 

3.2  Standard Features – Service rated (RTSW Generac Automatic Transfer Switch should be housed 
in an aluminum NEMA/UL Type 3R enclosure with electrostatically applied and baked powder 
paint. The Heavy Duty Generac Contractor should be UL recognized device that is designed for 
years of service. The controller at the generator handles should handle all the timing, sensing, 
exercising functions, and transfer commands. All switches should be covered by a 5 year limited 
warranty.  

3.3  DPM Technology – Through the use of digital power technology (DPM), the switches should 
have the capability to manage up to 4 induvidual HVAC (24 VAC controlled) loads with no 
additional hardware.  

3.4  Functions – All timing and sensing functions originate in the generator controller. 
  A.  Utility voltage drop‐out ‐ <60% 
  B.  Timer to generator start – 10 second factory set, adjustable between 2‐1500 seconds  
  C.  Engine warm up delay – 5 seconds 
  D.  Standby voltage sensor  ‐ 60% for 5 seconds 
  E.  Utility voltage pickup ‐ >80% 
  F.  Re‐transfer time delay – 15 seconds 
  G.  Engine cool‐down timer – 60 seconds 
  H.  Exerciser – 12 minutes every 7 days 
 
3.5  Specifications – 400 Amps, 120/240 Voltage, Open Transition Load Transition Type (Automatic), 

Enclosure Type ‐ NMA/UL 3R, UL Rating – UL/CUL, Withstand Rating (Amps)‐22,000, Lug Range – 
600 MCM ‐ #4 pr 1/0 – 250 MCM 

 
3.6  Dimensions 
  A.   Height (in/mm) – H1 ‐ 31.25/793.8, H2 ‐ 36/914.4 
  B.   Width (in/mm) – W1 ‐ 19.18/487.2, W2 – 24/609.6 
  C.   Depth (in/mm) – 10.06/255.5 
  D.   Weight (lbs/kilos) – 133/60.33 

 E.  Pad type vibration isolators to mount between the mounting base and pad to                   
reduce noise and transmitted vibrations shall be supplied by the manufacturer. 

   



PART 4  ADDITIONAL PROJECT REQUIREMENTS 

4.1  APPLIED STANDARDS 

A.  The generator set(s) must be manufactured to the applicable specifications on file with 
Underwriters Laboratories and the UL 2200 mark must be affixed. 

B.  The transfer switch(es) must be UL listed and carry the UL mark for use in emergency 
systems. 

4.2  FACTORY  TESTING 

A.  Before shipment of the equipment, the engine‐generator set shall be tested under rated 
load for performance and proper functioning of control and interfacing circuits.  Tests 
shall include: 

1.  Verifying all safety shutdowns are functioning properly. 

2.  Verify single step load pick‐up per NFPA 110‐1996, Paragraph 5‐13.2.6. 

3.  Verify transient and voltage dip responses and steady state voltage and speed 
(frequency) checks. 

B.  Before shipment of the transfer switch shall be tested under operating conditions for 
performance and proper functioning of control and interfacing circuits.  Tests shall 
include: 

1.  Verify all timing sequences operate properly and are set to factory settings. 

2.  Verify the transfer mechanism operates properly. 

3.  Verify all manual operations and indicators are functioning properly. 

4.3  OWNER’S  MANUALS 

A.  Three (3) sets of owner’s manuals specific to the product supplied must accompany 
delivery of the equipment.  General operating instruction, preventive maintenance, 
wiring diagrams, schematics and parts exploded views specific to this model must be 
included. 

B.  Three (3) sets of owner’s manuals specific to the product supplied must accompany 
delivery of the equipment.  General operating instruction, preventive maintenance, 
wiring diagrams, schematics and parts exploded views specific to this model must be 
included. 

4.4  WARRANTY 

A.  The standby electric generating system components, complete engine‐generator and 
instrumentation panel shall be warranted by the manufacturer against defective 
materials and factory workmanship for a period of 24 months.  Such defective parts 
shall be repaired or replaced at the manufacturer’s option, free of charge.  Travel and 
labor shall be included for the first 12 months. 



The warranty period shall commence when the standby power system is first placed into 
service.  Multiple warranties for individual components (engine, alternator, controls, 
etc.) will not be acceptable.  Satisfactory warranty documents must be provided.  Also, 
in the judgment of the specifying authority, the manufacturer supplying the warranty 
for the complete system must have the necessary financial strength and technical 
expertise with all components supplied to provide adequate warranty support. 

B.  The standby electric generating system components, complete engine‐generator and 
instrumentation panel shall be warranted by the manufacturer against defective 
materials and factory workmanship for a period of 24 months.  Such defective parts 
shall be repaired or replaced at the manufacturer’s option, free of charge for parts, 
travel and labor. 

The warranty period shall commence when the standby power system is first placed into 
service.  Multiple warranties for individual components (engine, alternator, controls, 
etc.) will not be acceptable.  Satisfactory warranty documents must be provided.  Also, 
in the judgment of the specifying authority, the manufacturer supplying the warranty 
for the complete system must have the necessary financial strength and technical 
expertise with all components supplied to provide adequate warranty support. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



BID #WG16-21  RESPONSE FORM 
Purchase of One (1) 80 kW Generator and One (1) 400 AMP Automatic Transfer Switch  
Page 1 of 1 
 
Date: ____________________                                          
 
Out of State                or                 If yes, _________________ 
                           Yes             No                  Registration Number 
 
 
Company Name:  ____________________________________________________ 
                                                                                   
Address: ______________________________________________________________________                         
 
   ___________________________________ 
 
Company Rep:  ________________________________________________________                                          
 
                       ____________________________________________                                                                      
                                       (Rep. Name Typed or Printed) 
 
Position:  ____________________________________________                                                                            
 
Phone:    ____________________________________________                                                            
 
Fax:  ____________________________________________                                                                   
 
 
Financing through another agency beside yourself           or     XX      
                                                                             Yes            No 
 
If yes, must attach a copy of the financing agreement and all conditions to this response from. 
 
  ________________________________                                                                  
Financing Agency Authorized Signature 
 
Purchase of One (1) 80 kW Generator and One (1) 400 AMP Automatic Transfer Switch  

Model Generator: _______________________________ 
 
Model Automatic Transfer Switch:____________________ 
 
Amount Bid:$______________________ 
 
Delivery Time after Receipt of Order (Days)________________________ 

 

Brochures showing the equipment offered shall be attached to this Response Form. 
All exceptions must be listed and attached to the bid response form. 

 


